
Reliable: high process reliability thanks 
to media separation and consistent 
performance in sensitive applications.

Benefits

Precise: μl-accurate dosing, with rapid 
switching and high repeatability.

Intelligent: optional real-time 
monitoring detects failures 
early and reduces downtime.

Whisper Valve
TYPE 6732

The 2/2-way Whisper Valve Type 6732 enables highly precise 
dosing of the smallest volumes while maintaining high dynamic 
performance. 
 
Due to its extremely low internal volume and optimised flow 
geometry, media losses are minimised and cleaning cycles are 
significantly shortened. Complete media separation protects 
critical components and ensures stable processes – even when 
dealing with aggressive or sensitive media. 
 
Thanks to its fast switching times and high repeatability, 
the valve is ideal for applications with the most demanding 
requirements in terms of precision and throughput. When used in 
conjunction with ValveInsight, the valve becomes a smart,  
self-monitoring component. 
 
The compact design allows for easy integration into complex 
fluidic systems, making the Type 6732 a powerful solution for 
modern analytical devices.

Small, precise, efficient.
Wherever precise dosing and 
stable processes are critical.

Pioneers of Flow.



Application and integration
Type 6732 can be flexibly integrated into complex fluidic 
systems and is specifically designed for highly precise 
dosing tasks. 
 
In analytical and laboratory systems, the valve enables 
precise and reproducible dosing of the smallest volumes 
while maintaining high process speeds. 
 
In applications such as NGS, RNA/DNA processing or 
oligonucleotide synthesis, it ensures stable processes 
and minimal media loss. 
 
Even with media containing particles, the complete 
volume exchange per switching cycle ensures reliable 
operation without deposits. 
 
The optional integration of the diagnostic function via 
ValveInsight requires no additional sensors. 
 
Install, integrate, dose 
– maximum efficiency.
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Technical highlights 
 

• DN 0.8 

• INTERNAL VOLUME < 10 µL 

• VACUUM UP TO 3 BAR 

• MEDIA-SEPARATED DESIGN 

• MATERIALS: EPDM, FFKM, PEEK, PPS 

• FAST SWITCHING TIMES 

• HIGH REPEATABILITY 

• �OPTIONAL: DIAGNOSTIC FUNCTION 

WITH VALVEINSIGHT

More information
Find out more about 
our precise dosing valve here.

Pioneers of Flow.

https://products.burkert.com/?medium=catalogue&t=6732

